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1. Features of power amplifiers: 

1.1 Provide with completely independent double channels circuit design, the isolation is higher. 

1.2 DC servomechanism installation is set up inside. 

1.3 Temperature measuring device for radiator is set up, when temperature reach up to 50°C, the fan 
will work. 

1.4 Protective devices of turning on time delay and short circuit are set up in the internal circuit 

1.5 With perfect DC zero drift protection, when ±1 VDC appear at output terminal, circuit stops 
operating immediately and cuts off the loudspeaker system, at the same time signal indication is given 

out by the system. 

 

Power amplifiers series include: 

1. A800 Power amplifier 

2. A1200 Power amplifier  

 

2. Specifications: 

2.1 Power: AC 220V +/- 5% frequency 50Hz to 60Hz 

2.2 Input characteristics: Input impedance, Balance 20K ohm, Non-balance 10K ohm, Input level 0 dB 

2.3 Output characteristics listed as below: 

 

Model 
Frequency 

Response 
Power 

Total Harmonic 

Distortion 
S/N 

Damper 

Coefficient 

A800 
+0, -0.2dB 

20Hz to 20KHz 
210W RMS 8 ohm 

Each channel 
210W RMS 8 ohm 
400W RMS 4 ohm 

Bridge 800W 
RMS 8 ohm 

�

0.1% 
210W 8 ohm 

20Hz to 20KHz 

20Hz to 20KHz 
�

100dB 
>200 4 ohm 
>400 8 ohm 

A1200 
+0, -0.2dB 

20Hz to 20KHz 
310W RMS 8 ohm 

Each channel 
310W RMS 8 ohm 
600W RMS 4 ohm 

Bridge 1200W 
RMS 8 ohm 

�

0.1% 
310W 8 ohm 

20Hz to 20KHz 

20Hz to 20KHz 
�

100dB 
>200 4 ohm 
>400 8 ohm 
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3. Operating Method: 

There are 2 channels output modes in this amplifier series, they are channel 1, channel 2 respectively. 

Shown as in figures. Actions of various knobs are as follows: 

                �2 ,�3 : Exceeding temperature indication (i.e. Internal radiating temperature is over 80°C. �1 ,�4 : Zero drift indication.  �5 ,�6 : Level control for channel 1 and channel 2 �7 : Power switch 

           �1 : Power input outlet �2 : 115V/230V Switch �3 ,�4 : Wiring terminal for power output of channel 1 and channel 2 (can be connected with banana 

plug, connecting piece or naked wire) �9 ,�10 : Speakon connector for power output of channel 1 and channel 2 �6 ,�7 ,�11 ,�12 : Cannon plug of channel 1 and channel 2 (balance input) and 6.35mm input jack. �5 : Operation mode selecting switch, for selecting stereo or bridge operating mode. �8 : Cooling fan for internal radiator, when internal temperature goes up to 50°C, the fan works. 
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4. Brief introduction of bridge output: 

Most of power amplifier provide with bridge output function. When 2 channel of 1 power amplifier 

operate respectively, rated output power of every channel is 400W RMS 4 OHM (A800 for example). 

When rated output power of every channel is 400W RMS 4 OHM, this is common stereo connection. 

When we want larger rated output power, we can use bridge connection. The principle of bridge 

connection is: ublize amplifier positive half cycle signal of one channel and amplifier negative half 

cycle of another channel, then make output gain double power. Bridge output power of A800 is 800W 

RMS 8 OHM. 

 

 

Caution: 

1. Various protective devices are set up inside the power amplifier series, but in use avoid the output 

short circuit. 

2. Prevent the fan from seizing-up or being blocked up. 

3. Pay attention to power voltage, be sure the upper limit does not exceed 240V 

4. If there is a trouble, refer servicing to qualified service personal, never remove the enclosure to 

service by yourself. 
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