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Introduction 
 
Congratulations on purchasing your new                   speaker systems. 
These speakers are amongst the finest speakers in their market today. 
Everything, from the state of the art polypropylene case, through to the 
high performance main driver, titanium compression driver and filters, 
have been developed to provide an ultra clean, warm sound that is 
perfect for both sound equipment and vocalists. The speaker can be 
used on a stand at FOH, or, using the supplied mounting stands, 
mounted as a stage monitor. 
 
Specifications 
 
All models are fitted with wide-angle, short-throw, high frequency 
dispersion horns and a 1.5”Ø precision titanium compression driver. 

Operation 
THIS PRODUCT IS INTENDED FOR PROFESSIONAL USE ONLY 
 
Read all instructions before using the speaker. 
This product may be capable of producing sound levels that could 
damage your hearing, never run the speaker for long periods at a high 
volume or levels that are uncomfortable. If you experience hearing 
problems see your doctor. 
Never overload the speaker, this will reduce the life of the drivers. 
The speaker has been designed for indoor use only, never expose the 
speaker to high humidity and rain etc. 
Care should be taken to keep anything liquid away from the unit. Do not 
allow anything to be spilled into the unit. 
An optional padded bag is available for safe transport of your new 
speakers 
 
Cleaning  
 
You can clean the cabinets using a soft damp cloth, take extra care 
around any openings to the unit and do now allow liquid to get inside. 

Model RMS 
power 

Peak 
power 

Inputs Frequency 
Response 

Sensitivity �  

12/250 250w 500w Speakon 
& 1/4” jack 

60Hz to 
20Hz 

94dB 
(1W/1M) 

8�  

15/300 300w 600w Speakon 
& 1/4” jack 

60Hz to 
20Hz 

96dB 
(1W/1M) 

8�  

15/500 500w 1000w Speakon 
& 1/4” jack 

60Hz to 
20Hz 

98dB 
(1W/1M) 

8�  

Servicing 
 
There are no user serviceable parts inside the cabinet. Incase of any 
driver failure only replace parts with genuine                  parts. 
You should have the unit serviced by a qualified engineer if: 
1. An object or liquid has managed to get inside the cabinet 
2. The speaker has been exposed to rain 
3. The speaker is not performing as normal 
4. The speaker has been dropped or damaged 
 
 

Model A B C Weight 

12/250 430mm 570mm 310mm 15kg 

15/300 450mm 690mm 350mm 20kg 

15/500 450mm 690mm 350mm 24kg 


