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Product Overview  

Congratulations on choosing  professional lighting effect. 

This user guide contains important information and should be read in full before using your new 
moving head. 
The Daddy-O moving head applies advanced design techniques. These have been used to produce 
an aesthetically pleasing case which houses superior optics and the latest technology.  
The Daddy-O uses a super-translucent lens and an ELC 24v 250w lamp which enable the unit to 
create accurate, bright and sharp beams. The LED display is used to control the various DMX 
modes and functions. For safety the unit uses a built-in disturbance resistant circuit and over-heat 
protection. The Daddy-O boasts 8 rotating gobos and 11 colors stream effect plus rainbow effect and 
with a scan angle pan of 540 degree and tilt 270 degree, high speed shutter; flash uninterruptedly 
1-11 times per second the unit is especially suitable for TV, stage, disco and nightclub. 
    

Technology Parameter 
�

Voltage: AC220V 
�

Frequency: 50HZ 
�

Lamp specification: ELC 24v 250w Lamp 
�

Repellence intensity: 1.5KV 
�

Insulated resistance: >2M�  
�

Channel: 9 channels 
�

Control signal: international standard DMX512 signal 
�

Control pattern: controller 
�

Color effect: 11 colors plus white, with rainbow effect 
�

Gobo effect: 7 gobos plus white, with streaming, rotating effect. 
�

Strobe: 1-11 times per second 
�

Reset: reset by controller 
�

Correction: self-correction 
�

Master and slave   
�

Sound activation: sound activated 
�

Location: adjust lamp focus by location  
�

Directional: reverse or obverse direction of x axis and y axis selectable 
�

Beam angle: 17 degree 
�

Scan angle: pan 540 degree and tilt 270 degree 
�

Size: 35cm×28.5cm×49.5cm 
�

Net weight: 11kg 
�

Other: self-examination, digital display  
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Safety instruction 

 
�

Any repairs should only be undertaken by qualified engineers. 
�

Ensure that any power supply has been disconnected before during installation, maintenance and 
transportation. 

�

Do not use a different power supply / lamp from those stated in this manual. 
�

The unit produces heat while in use, do not obstruct any of the vents and fan intakes. Also take care 
when moving after use, allow enough time for the case to cool down to prevent injury. 

�

To avoid harm to your eyes, please do not look directly into the light beam. 
  

Packing List 
�

Funky Daddy-O Moving Head (1PCS) 
�

Funky Daddy-O user manual (1PCS) �
Installation Instructions 

�

The product is suitable for indoor use only 
�

Please ensure you are familiar with the unit prior to installing or maintenance. 
�

Check for damage before use. 
�

Before changing the lamp, disconnect the power and allow the lamp to cool down. (lamp temperature can 
reach above 200 degrees!.) 

�

To change the lamp remove the cover and gently un-plug the lamp. Do not touch the new lamp with your 
bare fingers; the grease left behind will shorten the lamp life. 

�

Install the unit in well ventilated places, also ensure that the internal fans are running and not blocked. 
�

The unit uses a ground cable 
�

The Daddy-O moving head uses 3A/250V fuse, please use the fuse of same specification. �
Operation guide 

�

The Daddy-O uses an LED display to control DMX address set-up. 
�

The Daddy-O Moving Head adopts international standard DMX-512 signal, multiple lights can be 
controlled by the consol via address code setting (the details are listed in Appendix 3) 
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�

Factory Default Setting: patterns and colors with streamline and iris, X,Y axis is the positive direction 
�

Use the XLR-XLR cable from the signal output of the console and connect to the signal input of the first 
light, connect the signal output of the first light with the signal input of the second light, and so on, until all 

lights are connected. Then connect the terminal plug with the signal output of the last light. (Figure 

Appendix 1) 

 

NOTE: A terminator plug should be fitted to the last unit in the chain. To create a terminator 
plug you will need to solder a 120 resistor between the 2nd and 3rd pin of an XLR plug. 
 
�  The Daddy-O Moving Head uses a 3 core XLR outlet(plug). A transfer line from 5 core to 3 core will be 

needed if the controller you use is 5 core outlet (plug). (Please refer to Appendix 2) 

�  When first powered up the unit will self test and calibrate itself. This process takes approximately 30 seconds, 

in which time the head will move in all axis and show most gobo’s and colours. 

�  Please don’t shake the equipment during operation. 
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Control Channel 
The Daddy-O Moving Head Light adopts international standard DMX512 signal. There are 9 control 
channels and the detailed information of control is as follow:  
 
�  Table of 9 control channels 

Channel 0 – 255  Control content  

1 Pan scan 0 – 255 0 – 255,  pan 0-5400  scan from slow to quick 

2 X axis 16 Bit 0 – 255 0 – 255 adjust speed from slowly to fast 

3 Tilt scan 0 – 255 0 – 255,  tilt 0-2700  scan 

4 Y axis 16 Bit 0 – 255 0 – 255 adjust speed from slowly to fast 

5 Strobe 0 – 255 
0-17 off, 8-118 on � 119-160 from slow to fast, 161-244 

flash randomly � 245-255 light on 

6 Color + streamline 0 – 255 0-11 colors + white 

7 Gobo + streamline 0 – 255 0 – 255 adjust speed from slowly to fast 

8 Gobo self-rotating  0 – 255 0 – 255 adjust speed from slowly to fast 

9 Reset by controller 0 – 255 0 – 255 whole unit reset 

Appendix2:  

The transformation between 3 core and 5 core XLR control outlet (plug) 
The following figure is the connecting method of 3 core and 5 core XLR control outlet (plug) 

� � � �

� �

� �

� � �

�

3 core pl ug:

3 core pl ug:

5 core pl ug:

3 core pl ug:

5 core pl ug:

3 core pl ug:

 
DMX512 signal circuit: 
Pin 1 = screen          Pin 2 = signal-          Pin 3 = signal+ 
 
 



Funky Daddy-O Moving Head                                              

 5 

Manual subject to change without notice. 
Check www.FunkyRevolution.co.uk for any updates                                          V1.01      

9 control channels of the Daddy-O Moving Head Light: (Appendix 3) 

The DMX512 signal channel setting of the Daddy-O 

Item No. of lights Channel 

1 1 R001 

2 2 R014 

3 3 R027 

4 4 R040 

5 5 R053 

6 6 R066 

7 7 R079 

8 8 R092 

9 9  

 

Appendix 4: The following figure is function setting of the Daddy-O 

M 
C      M means menu � the menu must be opened before setting; C means cancel � the menu must be 

cancelled after the setting is finished 

     This is the confirm key, it will be used in every function 

      UP key 

      DOWN key 

 

 

 

 

 



Funky Daddy-O Moving Head                                              

 6 

Manual subject to change without notice. 
Check www.FunkyRevolution.co.uk for any updates                                          V1.01      

 

Remark: The digital codes of Moving Head Light� 
                                    ON reverse direction of x axis scan 

                                    P      
OFF obverse direction of x axis scan 

Pan & tilt scan movement direction  
ON  reverse direction of y axis scan 

  E 
                     OFF obverse direction of y axis scan 
 

Control by controller    R 001                DMX 512 signal control 
 

  S - 1 - Master and slave   slave1 controlled by master 
   S - 2 - Master and slave   slave2 controlled by master 
   S - 3 - Master and slave   slave3 controlled by master 

Sound activation function       S - 4 - Master and slave   slave4 controlled by master 
                             C-1 - Master and slave   master1 control slave drive 20 slaves 

    C -2 - Master and slave   master2 control slave drive20 slaves 
    C-3 - Master and slave   master3 control slave drive 20 slaves 
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All rights reserved. No part of this manual may be reproduced, in any form or by any meads without prior 
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